
HIGH SPEED AND TOUGH STRUCTURE FOR ACTUAL USAGE, 

100mm/sec

MSR & smart card reader

Wi-Fi 802.11 b/g/n

56mm

IP42 IP54

25.5mm~79.5mm

RS-232C USB

3.3 19

LK-P31 LK- P32

RUCTURE FOR ACTUA

BARCODEMSR IC CARD HIGH SPEED BLUETOOTH
COMPACT

DESIGN Wi-Fi



100mm / sec

LK-P30

 CHARACTER PER LINE (ESC/POS)

-10 ~ 50°C
-20 ~ 60°C

120mm x 152mm x 70mm (W x D x H )

25.5±0.5 mm ~ 79.5±0.5 mm
0.06mm ~ 0.16mm
Max. ø 56mm
12.5mm ± 0.5mm 

50km

203
8 0.125

Font A(12 x 24) 48 columns
Font B(9 x 17) 64 columns, Asian Font

CHARACTER
SET

1D: EAN-8, EAN-13, Code39, ITF, UPC-A, UPC-E, Codabar, 
       Code93, Code128
2D: QR, PDF417 

1D: LUPC-A(+2,+5), UPC-E(+2, +5), EAN13(+2, +5),  
       EAN8(+2,+5), Code39 etc. (CPCL)
2D: QR, PDF417, MicroPDF417, Maxicode, Datamatrix, 
       Aztec, TLC39, RSS14

1D : Code11, ITF, Code39, Planet, EAN-8, UPC-E, Code93,  
        Code128 etc. (ZPLII)
2D: QR, PDF417, MicroPDF417, Maxicode, Datamatrix, 
       Aztec, TLC39, RSS14

1D : Code39, Code93,Code128,Codabar,EAN-(+2,+5),
        EAN13(+2,+5),ITF etc. (EPLII)
2D : QR, PDF417, Maxicode, Datamatrix, Aztec, RSS14

ESC/POS, CPCL, ZPL, EPL, Command Compatible

Window Printer Driver(10, 2012, 8.0/8.1, 7, 2008,
Vista, 2003, XP, 32 & 64bit),
Windows (CE 4.2 & 5.0 & 6.0 & 7.0 /  Mobille 5.0 & 6.0)

RS-232C

External Charger (Output 8.4V/800~1400mA)

100,000 Passes(minimum)

10 ~ 80%
10 ~ 90%

100,000,000 12.5%
ALPHA NUMERIC
CHARACTER
EXTENDED GRAPHIC
INTERNATIONAL

ESC/POS

CPCL

ZPL

EPL

CHARACTER

95

128 x 18page(1 space page)

14

640g

72mm/576

class2 Wi-Fi 802.11 b/g/n

MSR CARD STANDARD ISO 1&2 or ISO 2&3
TRACK

CARD STANDARD
HEAD LIFE CYCLE

Track 1, 2, 3(or JIS-II)
HEAD LIFE CYCLE 300,000 Passes(minimum)

IC CARD EMV I Certified Smart card reader

All specification and desings are subject to change without notice.

MSR

IC CARD

ACCESSORIESACCESSORIES


